
ALB
Aspirator drejtkendor kanalor I pershtatshem per montim 
direkt ne linjat e kanaleve te aspirimit.
Aspirator centrifugal me helike te prapme (backward),   
qe I mundeson aspiratorit nje performance te larte.
Forma e tij drejkendore kursen hapesire ne ambiente    
me lartesi te kufizuar.
Aplikohen ne sisteme aspirimi dhe ventilimi me nje     
perdorim te gjere duke filluar nga ato rezidenciale deri 
tek ato industriale.
Fale formes se tyre, aspiratoret jane te pershtatshem per 
montim ne cdo lloj drejtimi dhe orientimi.
Me konstruksion te persosur aspiratori te prodhuar prej 
llamarine te galvanizuar.
Motor i inkorporuar me heliken I pershtatur me pike    
kontrolli lehtesisht I inspektueshem.
Modelet B190-063, B225-089, B250-080, B280-081  
kane helike plastike
Modelet B355-145, B355-164, B400-185, B400-188, 
B450-209, B450-218, B500-234 kane helike alumini.
Modeli DFM/2 eshte 230V/50Hz, 2800RPM, IP55, 
Class F.
Modeli DFM/4 eshte 230V/50Hz, 1400RPM, IP55, 
Class F.
Modeli DFT eshte 380V/50Hz, 1400rpm, IP55, Class F.

Rectangular duct fan is suitable for mounting directly in the 
duct fan lines. Its squared galvanized frame simplifies its 
assembly and installation. 
Centrifugal fan with backward impeller, which enables high 
performance. 
Its rectangular shape saves space in areas with limited 
height. 
They are applied in aspiration and ventilation systems with a 
wide use, starting from residential ones to industrial ones.
Due to their shape, the fans are suitable for mounting in any 
direction and orientation. 
With a perfect construction of the fan, made of galvanized 
sheet metal. 
Motor incorporated with impeller with easily inspectable
control points. 
Models B190-063, B225-089, B250-080, B280-081 have 
plastic impellers. 
Models B355-145, B355-164, B400-185, B400-188,     
B450-209, B450-218, B500-234 have aluminum impellers.
Model DFM/2 is 230V/50Hz, 2800RPM, IP55, Class F.
Model DFM/4 is 230V/50Hz, 1400RPM, IP55, Class F.
Model DFT is 380V/50Hz, 1400rpm, IP55, Class F.
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Rregullimi i shpejtesise ne aspiratoret 230V realizo-
het me rregullator shpejtesie REB-5000W dhe ne 
aspiratoret 380V me inverter.

Speed   regulation in 230V fans is done with  
REB-5000W speed regulator and in 380V fans with 
inverter.

MODEL
MOTOR 
POWER 

W

AIRFLOW
(m³/h)

AIR SUPPLY 
DIAMETER 

(mm)

FAN
DIMENSION 

(mm) 

DFM/2-600/190-063A 60 540  190 300 X 150
DFM /2-1100/225-089A 135 1100  225 400 X 200
DFM /2-1500/250-080A 230 1480  250 400 X 200
DFM /2-1800/280-081A 230 1800  280 500 X 250
DFM /4-2500/355-145A 210 2520  355 600 X 300
DFM /4-3300/355-164A 400 3300  355 600 X 350
DFM /4-4100/400-188A 430 4100  400 700 X 400
DFM /4-4400/400-185A 510 4400  400 700 X 400
DFM /4-6000/450-218A 800 6000  450 800 X 500
DFT/4-7000/450-209A 1100 7000 450 850 X 500
DFT/4-9500/500-234A 1500 9500  500 1000 X 500

ENG

ASPIRATORE KANALOR NE LINJE – DFM/T
SERIA DFM-DFT
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IN-LINE DUCT FAN – DFM/T
SERIA DFM-DFT

SIPAS POROSISE / AVAILABLE ON REQUEST
Aspiratori mund te lyhet me boje elektrostatike.
Aspiratorit mund t’i ndryshohen permasat ne thithje dhe fryrje te ajrit per tu pershtatur me kanalin e linjes se aspirimit.
Prodhojme filtra, rezistenca, antizhurmues ne permasat e aspiratorit.

The fan can be painted with electrostatic paint.
The fan dimensions can be changed in the inlet and discharge of air to adapt to the air duct line. 
We produce filters, resistances, silencers in the same size of the fan

DFM/2-600/190-063A DFM/2-1100/225-089A DFM/2-1500/250-080A

DFM/2-1800/280-081A DFM/4-2500/355-145A DFM/4-3300/355-164A

DFM/4-4100/400-188A DFM/4-4400/400-185A DFM/4-6000/450-218A

DFT/4-7000/450-209A DFT/4-9500/500-234A

KURBAT E PERFORMANCES / PERFORMANCE CURVES
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